
Carol® Ultra Flex® Type SJEOOW/SEOOW 
105°C, 300 and 600 Volt, UL/CSA Portable Cord

Cord & CordsetPlastic Cord Products

CATALOG
NUMBER

NO. OF
COND.

AWG
SIZE

COND.
STRAND

NOMINAL INS.
THICKNESS NOMINAL O.D.

CURRENT
AMPS(1)

APPROX.
NET WT.
LBS/M'(S)

STD.
PKG.INCHES mm INCHES mm

UL TYPE SJEOOW - 300 VOLT
89002 2 18 16/30 0.030 0.76 0.293 7.44 10 45 250'

89003 3 18 16/30 0.030 0.76 0.310 7.87 10 50 250'

89004 4 18 16/30 0.030 0.76 0.340 8.64 7 75 250'

89012 2 16 26/30 0.030 0.76 0.319 8.10 13 55 250'

89013 3 16 26/30 0.030 0.76 0.338 8.59 13 70 250'

89014 4 16 26/30 0.030 0.76 0.372 9.45 10 85 250'

89022 2 14 41/30 0.030 0.76 0.351 8.92 18 70 250'

89023 3 14 41/30 0.030 0.76 0.372 9.45 18 85 250'

89024 4 14 41/30 0.030 0.76 0.409 10.39 15 100 250'

89032 2 12 65/30 0.030 0.76 0.419 10.64 25 90 250'

89033 3 12 65/30 0.030 0.76 0.443 11.25 25 115 250'

89034 4 12 65/30 0.030 0.76 0.486 12.34 20 145 250'

UL TYPE SEOOW - 600 VOLT
89052 2 18 16/30 0.030 0.76 0.355 9.02 10 60 250'

89053 3 18 16/30 0.030 0.76 0.372 9.45 10 75 250'

89054 4 18 16/30 0.030 0.76 0.402 10.21 7 90 250'

89062 2 16 26/30 0.030 0.76 0.381 9.68 13 70 250'

89063 3 16 26/30 0.030 0.76 0.400 10.16 13 90 250'

89064 4 16 26/30 0.030 0.76 0.434 11.02 10 105 250'

89072 2 14 41/30 0.045 1.14 0.515 13.08 18 125 250'

89073 3 14 41/30 0.045 1.14 0.541 13.74 18 160 250'

89074 4 14 41/30 0.045 1.14 0.589 14.96 15 185 250'

89082 2 12 65/30 0.045 1.14 0.585 14.86 25 160 250'

89083 3 12 65/30 0.045 1.14 0.614 15.60 25 205 250'

89084 4 12 65/30 0.045 1.14 0.665 16.89 20 250 250'

89092 2 10 104/30 0.045 1.14 0.629 15.98 30 200 250'

89093 3 10 104/30 0.045 1.14 0.661 16.79 30 260 250'

89094 4 10 104/30 0.045 1.14 0.718 18.24 25 320 250'
(1) Ampacities based on 90°C conductor and 30°C ambient temperature per Table 400.5(A) of the National Electrical Code®.
(S) Actual shipping weight may vary.

COLOR CODE CHART
NO. OF

CONDUCTORS COLOR**

2 Black, White

3 Black, White, Green

4 Black, White, Red, Green
** Green conductor for grounding only.
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Product Construction:
 Conductors:

bare copper per ASTM B-174

 Insulation:

 Jacket:
® Thermoplastic Elastomer, black, 

white or yellow

 Jacket Inkjet Marking:

(AWG) (MM2) (UL) E11368-8 WATER 
 

Applications:

Features:

Industry Approvals:

Packaging:

® precision

available on special order.




