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NLC453232

NLC 453232 T - 1R0 K - PF

L×W×H
(mm) (μH)

453232 4.5×3.2×3.2 T 1R0 1 K ±10%
100 10
101 100

�

°C

��

°C / mg
NLC453232 –40 to +105 –40 to +105 500 180

RoHS

RoHS RoHS  http://product.tdk.com/zh/environment/rohs/
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NLC453232
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NLC453232

Dimensions in mm

120

R0.2

C0.5
4.5±0.3

3.
2

±0
.2

3.
2

±0
.2

2.
6±

0.
1

0.5 (3.3) (0.6)(0.6)

Dimensions in mm

2.
8

1.531.5



(6/10)

I N D U C T O R S

20150105 / inductor_commercial_decoupling_nlc453232_zh.fm

NLC453232

�� Idc1 Idc2
Idc1 L 10%
Idc2  20°C

L Q L Q �

(μH) min. (MHz) (� )max. (mA)max.
1 ±10% 10 7.96 0.11 1050 NLC453232T-1R0K-PF
1.2 ±10% 10 7.96 0.12 1000 NLC453232T-1R2K-PF
1.5 ±10% 10 7.96 0.15 950 NLC453232T-1R5K-PF
1.8 ±10% 10 7.96 0.16 900 NLC453232T-1R8K-PF
2.2 ±10% 10 7.96 0.18 850 NLC453232T-2R2K-PF
2.7 ±10% 10 7.96 0.2 800 NLC453232T-2R7K-PF
3.3 ±10% 10 7.96 0.22 750 NLC453232T-3R3K-PF
3.9 ±10% 10 7.96 0.24 700 NLC453232T-3R9K-PF
4.7 ±10% 10 7.96 0.27 650 NLC453232T-4R7K-PF
5.6 ±10% 10 7.96 0.3 650 NLC453232T-5R6K-PF
6.8 ±10% 10 7.96 0.35 600 NLC453232T-6R8K-PF
8.2 ±10% 10 7.96 0.4 600 NLC453232T-8R2K-PF

10 ±10% 10 2.52 0.5 550 NLC453232T-100K-PF
12 ±10% 10 2.52 0.6 500 NLC453232T-120K-PF
15 ±10% 10 2.52 0.7 450 NLC453232T-150K-PF
18 ±10% 10 2.52 0.8 400 NLC453232T-180K-PF
22 ±10% 10 2.52 0.9 370 NLC453232T-220K-PF
27 ±10% 10 2.52 1.2 330 NLC453232T-270K-PF
33 ±10% 10 2.52 1.4 300 NLC453232T-330K-PF
39 ±10% 10 2.52 1.6 280 NLC453232T-390K-PF
47 ±10% 10 2.52 1.9 260 NLC453232T-470K-PF
56 ±10% 10 2.52 2.2 240 NLC453232T-560K-PF
68 ±10% 10 2.52 2.6 220 NLC453232T-680K-PF
82 ±10% 10 2.52 3.5 200 NLC453232T-820K-PF

100 ±10% 20 0.796 4 180 NLC453232T-101K-PF
120 ±10% 20 0.796 4.5 160 NLC453232T-121K-PF
150 ±10% 20 0.796 6.5 140 NLC453232T-151K-PF
180 ±10% 20 0.796 7.5 120 NLC453232T-181K-PF
220 ±10% 20 0.796 9 120 NLC453232T-221K-PF
270 ±10% 20 0.796 11 100 NLC453232T-271K-PF
330 ±10% 20 0.796 13 90 NLC453232T-331K-PF

L Q 4194A+16085A+16093B Agilent Technologies
VP-2941A Panasonic
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NLC453232
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NLC453232

4285A+42841A+42842C Agilent Technologies 
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NLC453232

4294A Agilent Technologies 
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NLC453232

* typ.

A W1 W2 N E
NLC453232 ø180 13 17 ø60 0.5

ø13.0±0.5

ø21.0±0.8

2.0±0.5

A

(1.0)

Dimensions in mm

N

E

W2

W1

F
E

W

P0P2øD0 P1

A t

B

K

Dimensions in mm

A B øD0 E F P0 P1 P2 W K t
NLC453232 3.6 4.9 1.5+0.1/-0 1.75±0.1 5.50±0.05 4.00±0.10 8.00±0.10 2.00±0.05 12.0±0.30 3.2 0.4
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