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UNIT:mm Mini

Panel Lock 3Pin M Conn. M Pin
AD-03PMMP-LC7001 Eagle 2019-07-01

      TOLERANCE
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AD-03PMMP-LC7001 Brady 2019-07-012:1 A4     1     1

ALTW Neo 2019-07-01F A.2  QC :Inspection item
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REV. ECN NO. DATE SIGN DESCRIPTION

D LEN1640065 2016/03/30 Vicky Update Logo

E C190268 2019/02/18 Ruru Modify Note

F C191075 2019/07/01 Eagle    x1

ITEM NAME Description Spec QTY

1 ZSE00109199 3PIN M CONN M PIN ANB114C0301+BAB1530GO06+LIQ015 1

2 DGA00010249 GASKET,SQUARE,EPDM,BLACK,70 Φ11.00XΦ15.80XH00.80,N 1

4 ANA115XXX01 SCREW NUT NYLON+25%GF,BK,LTW-TM115 1

Recommended
Panel Cut-Out

Note:

*    Important Dimension

* Waterproof Rate: IP67, Unmated

* Housing: Thermoplastic, Black

* Pin: Copper Alloy, Gold Plated

* Nut: Thermoplastic, Black

* Gasket: Rubber, Gray

* Use with waterproof cap or dust cap

      Panel thickness max: 2.5mm

* Use without waterproof cap or dust cap

      Panel thickness max: 3.5mm

* Gasket and Nut are packed separately

  in PE bags. 

7/16"-28 UNS

With Liquid Glue

Connector
Gasket

Nut

PCB Layout

Pin Assignments
Front View
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