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NOTES:

MATERIAL

1HOUSING MATERIAL
2.CONTACT MATERIAL
3PLATING
& SHELD

ELECTRICAL:
1VOLTAGE RATING
2.CURRENT RATING
3.CONTACT RESISTANCE
LINSULATION RESISTANCE

SDIELECTRIC WITHSTANDING
RESISTANCE

MECHANICAL:

1. DURRABILITY
2P(B RETENTION PRE-SOLDER

ENVIRONMENTAL:

1. STORAGE
2. OPERATION

PART NUMBEP

{GLASS FILLED POLYESTER UL9&V-0.
‘PHOSPHOR BRONZE ¢0.45mm.
{GOLD PLATING OVER NICKEL.

:0.20mm THICKNESS COPER ALLOY WITH NICKEL PLATED.

125 VAC RMS.

15 AMP.

:30 MILLIOHMS MAX.

500 MEGOHMS MIN @ 500V DC .

1000V ACRMS 50Hz. MIN.

150 CYCLES MIN.
LB MIN.

: -40T~+85T
:0°C T0 70°C.

| g
m T
Ju Tl
305 L -
79 8.49 -
5
2-916 143
2-032 \ O——
- O
\
| =
3908 O & O & O+
¢*ﬁ*$*0 =
121
127X9=1143

c . KW CHANKLEMENT INDUSTRYCO. , LTD
omponent Side Shown
N H . RIS
TOLERANCE TABLE — ii45 56A-1X1-/10P10C/8P8C-S-F3. 05
. . FRlbs R-RJ45R10P-B000
0 | #0.25 D H #1: —
.00 | +0.15 o A | mmo | e |/ @ o]
000 | +0.05 luli-Liu 2014-9-3 [mgtgm = |Ckmtw-RJ45-0068 | miA | A




