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SPECIFICATIONS
1. Current Rating: 1A AC, DC

B£0.25 =—3.20£0.25— 2. Voltage Rating: 125V AC, DC
3. Temperatuer Range: —25°C~+85°C
4. Contact Resistance: 20mQ Max
J T 5. Insulation Resistance: 100MQ Min
iy 6. Withstanding Voltang: 500V AC/minute
& n N 7+ Material :Wafer Nylon46, UL94V-0
i) = PIN Brass Tin—plated
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HC-1. 25-2AW 1.25 4. 25
AZ0.20 HC-1. 25-3AW 2.50 5. 50
P HC-1. 25—4AW 3.75 6. 75
200, HC-1. 25-5AW 5.00 8. 00
‘ | HC-1. 25-6AW 6. 25 9.25
| ‘ HC—1. 25-7AW 7.50 10. 50
A+0.10 HC-1. 25-8AW 8.75 11.75
[’ [’ : 1.25%0.10 HC-1. 25-9AW 10. 00 13. 00
HC-1. 25-10AW 11. 25 14. 25
— 1 1 — = «@} @} «Q} «Q} «Q} HC-1. 25— 1 1AW 12. 50 15. 50
1 1 T \ ' HC 125 120 | 13.75 | 16.75
i ‘ ‘ ‘ ‘ ‘ 2050+0.0 HC-1. 25— 13AW 15. 00 18. 00
| | | | | | HC—l 25_14AW 16 25 19 25
PCB_LAYOUT HC-1. 25-15AW 17. 50 20. 50
HC-1. 25-16AW 18. 75 21.75
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