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XKB Connecitity

$it% SPECIFICATIONS:

1. R/ HL 7 40 52 { VOLTAGE/CURRENT RATING: 30V/0.3A AC;
2. B WITHSTANDING VOLTAGE: 100V AC ONE MINUTE;
3.4 HiBH INSULATION RESISTANCE: 50MQ MIN;

4 fil B fH CONTACT RESISTANCE: 100mQ MAX;

5. TAFiR /% i E OPERATING TEMPERATURE RANGE: -35°C TO 85°C.

B MATERIAL:
1. 4.4 44 %} INSULATOR: LCP UL 94V-0 BLACK;
2.5 TERMINAL: COPPER ALLOY;
3.4 )&l METAL FITTINGS: COPPER ALLOY.
52 PLATING:
1.3 7 TERMINAL: GOLD PLATING,

NICKEL 50u" MIN. OVER ALL;

2. & @B METAL FITTINGS: TIN 100u" MIN. OVER NICKEL 50u"MIN.
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@ Series No

@ Weld in g Board Angle . F-Female

® Weld ing Board Angle . v-180° R-90°

@ Welding Way:S-SMT

6 Row No.-Pin No.: XX-Single Row

©® Material: LP-LCP 94V-0

@ Plating Category: V01-Gold Flash
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# RECOMMENDED PCB LAYOUT
CONNECTOR SIDE | X0400FVS-XX-LPV01 | LCP 94V-0 | COPPER ALLOY | GOLD PLATING | X0400WVS
PART NO | Material | Material(Terminal) | _Finish(Terminal) | Mates With XKB Pin Header
XKB Connecitity
. MODEL TYPE:
NGLAR - DSND DATE SCALE: N/A BTB CONNECTOR
+5° 5
BX (<4 w07 oW DATE VIEWEHPART NO -
AX 4<L=16 +0.3 CHKD DATE UNIT: mm/in
ax 16<L=<63 +0.4 DWG NO.:
ARTE DESGRIPTION DATE REVISED | APPROVED L>63 105 APPD DATE SIZE: A4 X0400FVS-XX-LPV01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
wwwi.xk-dg.cn  www.helloxkb.com  www.helloxkb.cn XKB INDUSTRIAL PRECISION CO’LIMITED 1.0g AO




