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DIMENSION UNITS SCALE

MM/IN 4:1
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 0.5 °

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

LC-D EMI ADAPTER SCW MT ZR METAL DOOR

 PRODUCT CUSTOMER DRAWING
DOCUMENT NUMBER DOC TYPE DOC PART REVISION

SD-106115-111X PSD 001 C
MATERIAL NUMBER CUSTOMER SHEET NUMBER
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COMPRESSED
GASKET

PANEL

RECOMMENDED MOUNTING PATTERN

18.01
.709

2X #2-56 UNC or
M2 X 0.4
THREAD

4x MAX0.51
.020

R

13.00 ±0.1
.512 ±.004

9.50 ±0.1
.374 ±.004

6.25
.246

30.43
1.198

11.71
.461

9.3
.366

19.25
.758

1.57
.062

10.82
.426

3.71
.146

22.01
.866

12.80
.504

ADAPTER
P/N

SPLIT SLEEVE
MATERIAL

LC DOOR
MATERIAL

1061151110 Zr
METAL

1061151116 Ph. Bronze

1061151130 Zr PLASTIC,GREEN

NOTES:

1. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

2. CONDUCTIVE SILICONE GASKET WITH FILLER
     IS SUPPLIED WITH PART.

3. PART IS DIECAST.

4. DUST CAP IS SHOWN IN ISOMETRIC VIEW ONLY.

5. ADAPTERS TO BE PACKAGED IN TRAY.
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SEE NOTE 4


