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NOTES :

1. MATERIALS :
      CONNECTOR HOUSING - HIGH TEMP THERMOPLASTIC,
                          GLASS-FILLED, UL94V-0,
                          COLOR - BLACK
      EMI HOUSING - DIE CAST ALLOY, FINISH: NICKEL
      COVER - STAINLESS STEEL ALLOY
      CPI TERMINALS - COPPER ALLOY
      EMI GASKETS - CONDUCTIVE POLYMER

2. TERMINAL PLATING : SEE CHART
      OPTION 1) TIN/LEAD - CONTACT AREA - 0.7µ MIN GOLD OVER 2.5µ MIN NICKEL.
      COMPLIANT AREA - 0.7-1.5µm TIN/LEAD (90/10) OVER 1.2µm MIN NICKEL.
      
      OPTION 2) LEAD FREE - CONTACT AREA - 0.7µ MIN GOLD OVER 2.5µ MIN NICKEL.
      COMPLIANT AREA - 0.7-1.5µm TIN (TIN ONLY) OVER 1.2µm MIN NICKEL.  

3. PACKAGING SPECIFICATION : TRAY PACK (TBD)
4. REFER TO PS-75586-001 PRODUCT SPEC FOR ALL ELECTRICAL, MECHANICAL AND ENVIRONMENTAL SPECIFICATIONS.
5. THIS CONNECTOR IS DESIGNED TO MATE WITH MOLEX CABLE SERIES 74548.
6. REQUIRES MOUNTING HARDWARE : (4) M2 X 8MM CAP SCREWS OR EQUIV. MAX. TORQUE 2.3 in/lbs.
7. PRODUCT IS RoHS COMPLIANT.
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PLATED THRU-HOLE
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SEE NOTE #2
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P2-A13

PORT 2PORT 1

RECOMMENDED PCB LAYOUT
THICNESS = 1.35mm MIN.

CONNECTOR PERIMETER PLATED
AND GROUNDED TO CHASSIS

TYP(6)

NOTES:

1. CROSS-HATCHED AREA MUST BE INCORPORATED
    IN THE FLAT ROCK PRESS-FIT TOOLING.
2. RECOMMENDED LED'S INCLUDE THE FOLLOWING :
      DIALIGHT : 597-77x1-5xx SERIES
      CHICAGO MINIATURE : 7016 SERIES
      KINGBRIGHT : APBL3025 SERIES (BICOLOR)
                   APL3015 SERIES (SINGLE COLOR)
3. LED'S MUST HAVE A MAXIMUM HEIGHT OF 1.4mm
    AND A MINIMUM HEIGHT OF 0.7mm
4. PLATE GROUND PAD WITH EMERSION SILVER OR GOLD.
5. RECOMMENDED DRILL SIZE FOR 0.37⌀ FINISHED
    PTH IS 0.457⌀ (#77 DRILL)
6. RECOMMENDED ANNULAR RING AROUND 0.37⌀ FINISHED
    PTH IS 0.73⌀
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