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SPECIFICATIONS:
2 1.70 0.50
N - o
IMPEDANCE: 50 ohms 0
] FREQUENCY RANGE: 0~6GHz =
VSWR: 1.5MAX )
WITHSTANDING VOLTAGE: 500VRMS 4 TABLEL
INSULATION RESISTANCE: 5000 megohms ~ Pk L=XXXmm
5| TEMPERATURE RANGE:< —65C +165°C NUT WASHER DOSIN-811-1005 =150 3mm
B| DOSIN-811-1005A L=20048mm
1 RP_SMA JACK BRASS GOLD T I NOTE: UNLESSOTHERWISPECIFIED i Web: http: //www.dosinconn.com
2 CABLE RF1.37 BLACK 1 TOIERANCE TOLERANCESFDRINCHESARE oS, ?i%%%;g;%g%%ék? d(gsiﬂZQ‘(]Z@d_oszigagg%ojcom
= 3 [=PEX BRASS GOLD 1 0.5-8MM+0.20MM =T R I= —mail: dosin .com|_|
4 WASHER BRASS GOLD 1 8—30MM£0.40MM 0 /\ED ."‘H g Electran Lg Ltd Tel: (0086)769-81153306
5 NUT BRASS GOLD T IDRAWN 30—120MM£0.50MM ongguan Losin fardware electronics Lo.,Ld. Fox:(0086)769-81875836
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