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TITLE: 2.00MM PITCH PH CONNECTOR DOUBLE ROW TYPE

PART No. : HC-PH — skik

RELEASE DATE: 2019-7-25 REVISION: A ECN No. : PAGE: 3 OF 12

1. Scope
&G
The contents of specifications for 2.0 series connector strip including

product performance, test methods and inspection requirements

FHMEPANEEMT 2.0 RIFIERS, 8 7R, w6752l 5 2K

2. APPLICABLE STANDARDS
& H B ifE
2.1 GB/T2421 Testing method for Environmental of ElecfZicalConnectors Class 1:

General Principles
GB/T2421 TR~ sRRE E—Ms 20

2.2 GB/T2423 Testing method for Environmental of Electrical Connectors
GB/T2423 HL T HL T i A A 8 vk

2.3 GB/T2424 Testing method for Environmental of Electrical Connectors
GB/T2424 FEL TR 7 i A S A 5 )

2.4 GB/T5095 Testing procedure/method for components of electric equipment

GB/T5095 FEL 15075 AL R e A A 8 R R 773

3. USE CONDITION

i I %A

3.1 Ambient temperature Range: -25°C ~ +85 C
HEERE: 256 C ~ +85 C

3.2 Applicable Wire Sizes: AWG #24~#32
TEHIZEH:  AWG #24~##32

3.3 Applicable PC board thick:ness: 0.8~1. 6mm
EHPCHRESE:  0.8~1. 6mm

4. Appearance and Dimension
AR

4.1 Appearance : Product surface without defect . dirt. crack. and mechanical
damage, Contact without rust plating not oxides and not peeled
P R AN R X il i FRERAE F R RUR AU BRARE IR, PR AL
[ 7% SR

4.2 Dimension: According to drawings
HMRERT: AR IR &

4.3 Exchangeable: Exchangeable with same specification products

B A AR S A T
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5. Material
ok
No. P/N Type Material Finish Explain
575 EAF LA HA ok KA 1t B
5.1 Terminal Contact Phosphor bronze Tin plating:2~4Kk m
i ¥ G B W JE0. 2mm RS 2~41
5.2 Housing Plastic PAGE ULIAV-0 Color: White
fL B 5 Bt A
Plastic PAGE UL9AV—0 Color: White
5 3 Wafer ¥ 7 gifh. H ROHS
' Bt g
Contact Brass Tin plating:2.5~51 m
ekl 4] JE 0. 50mm BERS. 2.5~51 m
Plastic PAGE UL9AV—0 Color: :Nature
5 4 Wafer ¥ 7 Bifh: A,
' 37/ B
Contact Brass Tin plating:2.5~5KL m
ECikal 4] JE 0. 50mm BERS. 2.5~51 m
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6+ Electrical Performance
HL A 1 RE
No. Item Test mode Requirement
¥ i H IR FiRELR
6 1 Current Rated oA AC DG
' HE IR
6.9 Voltage Rated T
' e HL
A maximum voltage of 20m
V and maximum current of 1
0OmA are applied to the Mate
connector
c Resi AR T &S, Wy [Initial value less than 10m
6.3 omag@iégﬂmme LA AR R L0 mV LA A Q
KR 100 mA
WITHE< 10Q
Does not include wire
resistance
AN BH T
Apply 800V AC (rms) for T
minute and the leakage
current shall not exceed
0.5mA to the adjacent
6.4 Withstand voltage terminal and ground of the No breakdown or flashover
i FL mate connectors
HAE RS TSRS, AL T s E A A
AR R By 25 Jite DL R 800V AC
(HXRUE W15, HiRHE
L AUNT0. 5mA (2R
Apply 1000V DC(rms) for I
minute between adjacent
contacts to measure the More thanlO00 M Q
6.5 Insulation Resistance insulation resistance

2 2% FBH

FHAR P FEfd AR, — 2k Y Jite
PL 1000V DCHE &, U&= HATA] 1)
“# 2 BHPUE

=1000M €
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7 Mechanical Performance:
B RE
No. Item Test mode Requirement
55 i H R 7V FRELR
AWGHZ24wire | More than 30N
AWGH24 T 28 =30N
Terminal crimping wire AWG#26wire | More than 20N
Axial per minute to 25 +3mm| AWGH26S%E =20N
Terminal crimping Wire |rate of the pullout force AWGH28wire | More than 19N
7.1 strength ~
ST LB G283k |~
uti PR R L, DLEErEh AWGH#30wire | More than 8N
25+ 3mm 2 Hi ki 7 AWGH30 52k =8N
AWGH32wire | More than 3N
AWGH32 528 =3N
The terminal and the hole seat at a
' _ react per minute to 25 3mm along the
Fixed terminals And write direction are pulled out from the Percontact
7.2 hole seat hole in the seat capacity \ N
Ui~ LR [ % ) B — A R
v 5L AS & LLAE 438 25+3mm RS E | More than 10N
R ZRT7 1), w5 AL BE 4 B = 10N
The housing together with the terminal
Single contact ends with wafer matched at a rate per
7.3 insertion force minute to 25+3mm inserting force test Less than 10N
) . < 10N
ARl )
FL R () o 5 1 88 A i BT DA RR 23 8h 25
+3mm B EEAESE A S0
The housing together with the terminal
Single contact Withdrawal ends with wafer matched at a rate per
7.4 force minute to 25+3mm inserting force test More than 2N
’ . . =2N
bk )
LRI [R) oy - 5 A2 A i ELIC DARR 28D 25
+3mm [FIH EEAE R I
Exerts a force on the pin end at a
rate per Minute 25+3mm until the needle Percontact
Pin Retention Force pin |exit Seat pull-out force gl
7.5 Pinkl [ B
E R 0 77 ARy B 254 3mm [ ELE [ More than 10N
BEIRHEF R AR ) = 10N
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TITLE: 2.00MM PITCH PH CONNECTOR DOUBLE ROW TYPE
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7 Mechanical Performance:
B RE
No. Item Test mode Requirement
55 moH TRE T V2 FORELR
Mate connectors up 30 cycles at a Contact
Maximum rate of 10 cycles per minute Resistance
- Durability prior to environmental test <20m Q
i ANE YL LRA R 2 LR AFF B A b | MBI
WREAT IO IRA Sk, HE30K IR A Sk H 1 <20m @
R
Mate connector combination state of
the welding circuit board as test samples
the request in accordance with the
following specification resistance to
vibration test whether to produce Appearance: No
discontinuous current determined during damage
the experiment (off) phenomenon after the o
experiment measuring contact resistance SERL: Tt
HEWRE T RS R R EAE S Contact
FES, RIR R RS ZoR, HHTI 8 5es, siz| Resistance
Wt R e R AR AR R (W) TR <20m Q
B, SR i W A FRL BELAE
T i i L
<20m Q
Vibration
7.7 _
PR3N .
Frequency (5@%5) :10-55-10Hz/minute Current
Amplitude (#RIE) : 1.5mm p—p Discontinuity
Direction (5[] : I micro second
1. Axis of up and down _EF#hm (YHD Max
2. Axis of right the left ZEAHhm (X% i
HLJAE T

3. Axis of front and back BJ/g5Him (ZHh)

Period (JEAM]) : 2hour for each direction

RS T oYN

1 1 sec Max
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TITLE: 2.00MM PITCH PH CONNECTOR DOUBLE ROW TYPE
PART No. : HC-PH — sk
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8. Endurance Characteristics:
IR
No. Item Test mode Requirement
o= E! L ARES BARER
Connector combination condition is
placed in the accordance with the
following specifications high temperature [Appearance: No
aging test after the test and measurement damage
of contact resistance
AHAWL: Tedifh
ﬁ%ﬁ%?%ﬁ%ﬁﬁﬁ%%%%ﬁ¢,w
R PR EKR, M rEilReiss, Rk
S B
Mhermal Aging 3 0l L Contact
8.1 B ) S Resistance
') Yim =K 9 <20m Q
Temperature: 85+ 2°C = b e L
Period: 96 hours continuously <20m Q
. 85+2C
JEH . FFE296/NEY
Mate connector measure the temperature
rise of contact when the maximum rated
8.2 Temp“‘earature current iS passed 30°C Max
A

AR NERAS, E HOE VI
BRARE ETHE
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TITLE: 2.00MM PITCH PH CONNECTOR DOUBLE ROW TYPE
PART No. : HC-PH — sk
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8. Endurance Characteristics:
PRI A
No. Item Test mode Requirement
s 5 H Y7 BARTR
Connector combination under the Appearance: No
condition of constant temperature of damage
the following spec1f1§at10ns constant B Tl
temperature and humidity test after
the experiment measuring contact Contact
resistance insulation resistance and Resistance
withstand voltage test <20m Q
Humidity HERE T E R EE B E RS T i HEL BHL
8.3 S ], AKEEGn N EIAE R, SHTEEENE L, 2 <20m @
. B0t e I E Rk rE RH . 28 2% R BH DA R i R 04X .
Insulation
Temperature:40+2°C (IR :40+2 °C) Resistance
Relative humidity: 90-95% =500m ©
(RH A8 X2 & : 90-95%) No breakdown
Period: 96 hours continuously or flashover
CFEIHA: Fp8296/N)) Kk
FEAR K
The combined state of connectors as
test samples in accordance with the
requirements of the following
specifications thermal shock test after
the test measuring contact resistance
insulation resistance and resistance to
voltage
8.4 Temperature cycling ?%ﬂi‘%%ﬂ&ﬁ?lﬁﬁ%\%‘{*ﬂfi%, iﬁ%}ﬁ()ﬂ”%?ﬁﬁﬁ paragraph 8.3
' L REARER HPH . ZEZ% L PH . DA R B 0k 8. 38

One cycle consists of

-55+ 3 °C 30min,room temp 10-15min
85 £ 3 °C 30min,room temp 10-15min

Total cycle :bcycle

~553°C 3070, B HE I F] 10-157) P
85£3°C 3074, JHUE F T ] 10-157) %
PR EL: 5K
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TITLE: 2.00MM PITCH PH CONNECTOR DOUBLE ROW TYPE
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8. Endurance Characteristics:
WIEPERE
No. Item Test mode Requirement
55 moH TRE T V2 FORELR
The combined state of connector as
test samples salt spray test according to
the following specifications test samples
will be clean again with the water to dry
naturally measurement of contact
. Appearance: No
resistance
damage
YRS T IR R SR b, e [ PP T
R B AT B K S0, SEES A A
T KR5S 0 2 f F BEL{E
Salt spray Temperature :35 +3 °C
8.5 Thaw Solution:5+ 1 %
Period: Contact
Stamping after tin plated for 8 hours Resistance
Stamping before tin plated for 24 hours <20m Q
P Ay L BH
WmE: 3543 C <20m Q
WREE: 5E1%
S 3
o FARE S5 R 8 /NIt
Se i 5 HE 24/ N (kXD
In accordance with the following
specifications were placed tin soldering
test
o Area of
Solder ability HCEL B B R AT 45 53 soldering:
8.6 AR =90 %
Solder temperature : 245+ 5° C JELAG T A .
Immersion period:: 3 £ 0.5S =90 %

JEERRE . 245+5° C
TR 3+0.5S
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8. Endurance Characteristics:
Mg Re
No. Item Test mode Requirement
Fr5 I H [ OWARES BORER
Annual soldering tin process
Soldering time:3 4 0.5S
Soldering pot :350 = 5° C
FLRES T Z
JRIERS(A]: 3+ 0.5
PREEIRE: 350 +£5 C
Mode of operation:
B X
Position DIP type needle solder
conducto or a fixed piece at the end of
the 1.5mm distance Appearance: No
Resistance to DIPRAHERGHE, EEBhERERLK | damage
8.7 soldering heat 31 5mm

T - 7

Wave soldering tin soldering process
Soldering time : 5% 0.5S

Soldering pot: 230 = 5 ° C
WIENRARY T2

JRIEIF ] 540, 5S

JRIEIRE: 260£5°C

SR et
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9. Packaging Transportation Storage
e, B, A
9.1 Packaging
3¢
(1) Terminal within the Packaging for disc loading material Packaging plastic shell
packaging for plastic has seat plates tubes mounted (paste) into the certificate
indicate the product name specifications quantity production date and other information
i BN R R RSN B NIRRT, R R, 2R3, ()
FNGIAUE, EU AR, RS BE . HitHEER.

(2) Exterior package is carton facing the packing list the packing list marked with

product name specification model quantity date of dispatch

HMOEONARAR, MEAEAG R, AT EEND M AR IR ALS . SR, St H

(3) The product in the box must not rock

77 B E R A AN S Bl

9.2 Transportation
iz
Any vehicle can be adopted for the transportation but moisture—proof and no
mechanical damage Transport temperature to —20 C ~+50 C
FoVERARAT 7 sy, E 2508 G 9 T BRI FH DG HES o AN BEAT Rl A 5% s S5 AT LA A 4 5
BB 20 C~+50 C

9.3 Storage
[aged
(1) The connector of packing finished should be in the ambient temperature between
-20°C ~ +40°C relative humidity <X 80 % to store in storehouse air and
other corrosive gas in the ambient air
£ 5 BRI R B DA IR S N-20C ~ +40°C, X <80%, JA =z <+
BT, B S e TR v AR B PR s e A

(2) Re—qualification test shall be conducted immediately while the storing

duration exceed 6 mouths

WAE N6 H e H /& AP &
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SPECIFICATIONS
|| 1. Current Rating: 2A AC, DC
2. Voltage Rating: 100V AC, DC
3. Temperatuer Range: -25°C" +85C
E 4, Contact Resistance: 10mQ Max
© 5. Insulation Resistance: 1000mQ Min
6. Withstanding Voltang: 800V AC/minute
) ﬁ L 7. Material: Phosphoric bronze Tin-platde
_ 8. Applicable Wire Sizes:AWGE24™32#
©
0
A N
(@)
(@)
H
iR =
. N
o S
~
H
©
W - F
= —
[
(@)l
H
©
o
o
1.0£0.1
- )
o -
g +
o o
o
1.5040.1
B-B CHl
GENERL TOLERANCE | I 1A Yo ) ; =
DRAVING RIYNTT AR AR T PR A A
i ToL i ShenzhenhuacantianluELECTRONICS CO.,LTD
X.X +0.30 it e e MR A&
il aggp |ArPROTAL TITiE PI (2.00) 3§ REYV. A
e i - t i PR _DPH_T_ A
1 VIR RAT L 40,10 SCALE PAERT {Z HC-PH-T-10 UNITS i
75 AR H a e # ¥ 7k R
Yoo MODIFY CONTENT MODIFY DATE Angle  £3.0° |y % tion MATERTAL sy | V1
1 \ 3 \ 4 | 5 \
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SPECIFICATIONS
1. Current Rating: 2A AC, DC
C£0.25 410 2+ Voltage Rating: 100V AC, DC
3. Temperatuer Range: -25°C" +85C
4, Contact Resistance: 10mQ Max
- 5. Insulation Resistance: 1000mQ Min
6. Withstanding Voltang: 800V AC/minute
7. Material: Wafer PA66 UL94-V0(2)
o
N
o o
0 H
Te) (@]
S
O
1 LI . . Dimensions mm
T Circuit Part NO. I 3 c D
2 HC-PH-2Y-X-10 2.00 | 5.80 | 4.60 | 0.90
.ol 3 HC-PH-3Y-X-10 4.00 | 7.80 | 6.60 | 1.50
| 1 HC-PH-4Y-X-10 6.00 | 9.80 | 8.60 | 3.50
5 HC-PH-5Y-X-10 8.00 | 11.80 | 10.60 | 5.50
6 HC-PH-6Y-X-10 10.00 | 13.80 | 12.60 | 7.50
7 HC-PH-7Y-X-10 12.00 | 15.80 | 14.60 | 9.50
8 HC-PH-8Y-X-10 14.00 | 17.80 | 16.60 | 11.50
9 HC-PH-9Y-X-10 16.00 | 19.80 | 18.60 | 13.50
10 HC-PH-10Y-X-10 | 18.00 | 21.80 | 20.60 | 15.50
11 HC-PH-11Y-X-10 | 20.00 | 23.80 | 22.60 | 17.50
D+0.25 12 HC-PH-12Y-X-10 | 22.00 | 25.80 | 24.60 | 19.50
13 HC-PH-13Y-X-10 | 24.00 | 27.80 | 26.60 | 21.50
14 HC-PH-14Y-X-10 | 26.00 | 29.80 | 28.60 | 23.50
15 HC-PH-15Y-X-10 | 28.00 | 31.80 | 30.60 | 25.50
‘ H ‘ 16 HC-PH-16Y-X-10 | 30.00 | 33.80 | 32.60 | 27.50
— [ 1 | MH —
I Ordering Information
T T A |
| | HHH | | HC_PH - N*** - * - 10
—— ‘
\ \ [ Pin Gl
[ E
| AWD= g fir 25 5
| 2.00£0.10
A+0.20 GENERL TOLERANCE #l A s , N =
DRAVING RIYNTT AR AR T PR A A
i ToL i ShenzhenhuacantianluELECTRONICS CO.,LTD
X.X +0.30 it e 8 i MR A&
. APPROVAL TITiE P (2.00) 4 L REYV. A
XXX 0.20 —
e i - A PR _DPH_NV_V_ A
1 WA LR 4010 SeALE ot G, HC-PH-NY-X-10 ite | mm
75 THEAR H 2 0o # O B e
Yo, MODIFY CONTENT MODIFY DATE Angle  £3.0° |y % tion @—% MATERTAL st | /1
1 3 l 4 \ 5 \
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SPECIFICATIONS
B+0.25 1. Current Rating: 2A AC, DC
2+ Voltage Rating: 100V AC, DC
A+0.20 4.6040.20 3. Temperatuer Range: -25°C~ +85C
4. Contact Resistance: 10mQ Max
2.00£0.10 170 5. Insulation Resistance: 1000mQ Min

Withstanding Voltang: 800V AC/minute
Material: Wafer PA66 UL94-V0(2)

s e R
=1

SQ 0.5£0.

PIN Brass Tin—plated

%T
P

e

o

3.60

C+0.20

HC-PH — Ntk — % — % - 10
T

Pin Type Colour
o v

(@]
N o)
| (@) N
H S
‘ 8 & Cireui Part NO Dimensions mm
‘ © + ircult art NO. A B C
Ra%a® " 2 HC-PH-2A-X-10 2.00 | 5.90 | 4.70
‘ 3 HC-PH-3A-X-10 400 | 7.90 | 6.70
| 4 HC—PH-4A-X-10 6.00 | 9.90 | 8.70
5 HC-PH-5A-X-10 8.00 | 11.90 | 10.70
% 1 6 HC—PH-6A-X-10 10.00 | 13.90 | 12.70
7 HC-PH-7A-X-10 12.00 | 15.90 | 14.70
8 HC-PH-8A-X-10 14.00 | 17.90 | 16.70
9 HC-PH-9A-X-10 16.00 | 19.90 | 18.70
10 HC-PH-10A-X-10 18.00 | 21.90 | 20.70
,,,,,,,,,,,,,, 11 HC-PH-11A-X-10 20.00 | 23.90 | 22.70
T T 12 HC-PH-12A-X-10 | 22.00 | 25.90 | 24.70
R 13 HC-PH-13A—X-10 24.00 | 27.90 | 26.70
| | 14 HC-PH-14A-X-10 26.00 | 29.90 | 28.70
‘ o ‘ 15 HC-PH-15A-X-10 28.00 | 31.90 | 30.70
: K b oo : 16 HC—PH-16A-X-10 30.00 | 33.90 | 32.70
L | — —
; $§§ @ q% ; Ordering Information
| |
| |

BN=TERE
K=K i

=

GENERL TOLERANCE il v , N =
DRAVING YN RAF R AR A A
DIM 0L ?}mgf ShenzhenhuacantianluELECTRONICS CO.,LTD
WX +0.30 | it 7 A T 1R A
4 APPROVAL T‘ITLE PH (2' 00) $HL Eﬁ— REV. A
X XX 0.20 o
N t ol 7 e e W i
TR o so0 o e HC-PH-NA-X-10 e
TENE H aoe | B B W R WK
MODIFY CONTENT MODIFY DATE Angle  £3.0 Pro?ec‘f‘ion @—g MATERTAL SHEET 1/1
\ 3 \ 4 \ 5




SPECIFICATIONS
B+0.25 1. Current Rating: 2A AC, DC
2+ Voltage Rating: 100V AC, DC
A+0.20 4.6040.20 3. Temperatuer Range: -25°C~ +85C
4. Contact Resistance: 10mQ Max
2.00£0.10 170 5. Insulation Resistance: 1000mQ Min

Withstanding Voltang: 800V AC/minute
Material: Wafer PA66 UL94-V0(2)

-~ o
P

V=ALAE K=5KH

L PCB LAYOUT J

b A Q‘U i o PIN Brass Tin-plated
T / T N o)
! ! < o
| | 1 | o
| ﬂ | ﬂ ,,/ ﬂ | ‘ 8 g X X Dimensions mm
‘ ‘ f ‘ ‘ © 3 Circuit Part NO. 1 B C
SN N— v 2 HC-PH-2A-X-K-10 | 2.00 | 5.90 | 4.70
fk fk M fk 3 HC-PH-3A-X-K-10 4,00 | 7.90 | 6.70
| 4 HC-PH-4A-X-K-10 | 6.00 | 9.90 | 8.70
| | | 5 HC-PH-5A-X-K-10 | 8.00 | 11.90 | 10.70
¢ L*H vy} 273U —AREMTK, ‘ 6 HC-PH-6A-X-K-10 10.00 | 13.90 | 12.70
. HARFLAL A EE —ARETHTK 0.7040.15 7 HC-PH-7A-X-K-10 12.00 | 15.90 | 14.70
S 054005 || e 8 HC-PH-8A-X-K-10 | 14.00 | 17.90 | 16.70
9 HC-PH-9A-X-K-10 16.00 | 19.90 | 18.70
10 HC-PH-10A-X-K-10 | 18.00 | 21.90 | 20.70
L 11 HC-PH-11A-X-K-10 | 20.00 | 23.90 | 22.70
T T 12 HC-PH-12A-XK-10 | 22.00 | 25.90 | 24.70
N 13 HC-PH-13A-X-K-10 | 24.00 | 27.90 | 26.70
I | | 14 HC-PH-14A-X-K-10 | 26.00 | 29.90 | 28.70
ou ‘ ‘ 15 HC-PH-15A-X-K-10 | 28.00 | 31.90 | 30.70
i o Y 16 HCPH-16A-X-K-10 | 30.00 | 33.90 | 32.70
i © : QQ' 2.00 }
B g o8 @ 4 " | $§§$ i | P —
f — ! : ‘ Ordering Information
i [
-PH — Nk — % — % —
€40.20 ! ! ‘ HC-PH - N T T 10
| | |
i Pin  Type Colour  skit=5xH
|
|

GENERL TOLERANCE il v , N =
DRAVING YN RAF R AR A A
o ToL ?}mgf ShenzhenhuacantianluELECTRONICS CO.,LTD
XX £030 | it PmesE | PHO(2.00) BAE EE L7 S
o APPROVAL TITLE (KRR | REV.
X XX A o
e + ol 7 e DHNA_Y_K_ ¥ G
1 WIRRT L ot o o HC-PH-NA-X-K-10 G| mm
Fi 5 AT % B . "W W R W
I\'n’.7 MODIFY CONTENT MODIFY DATE Angle  £3.0 Pro?ec‘fion @—g MATERTAL SHEET 1/1

1 2 \ 3 \ 4 \ 5 \
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SPECIFICATIONS
1. Current Rating: 2A AC, DC
2+ Voltage Rating: 100V AC, DC
B+0.25 3. Temperatuer Range: -25°C~ +85C
4. Contact Resistance: 10mQ Max
AZ0.20 4.60+0.20 5. Insulation Resistance: 1000mQ Min
5.0040.10 6 Wlths‘Fandlng Voltang: 800V AC/minute
1.7Q 7. Material: Wafer PA66 UL94-V0(2)
| | | | | ) PIN Brass Tin-plated
|
| = | g
y a
| 9 iy
o (@]
‘ M | Q
N <o} 5 B o
© J Circuit Part NO. Dlze“m”“sm‘“ :
— - 2 HC-PH-2AW-X-10 2.00 | 5.90 | 4.70
3 HC-PH-3AW-X-10 1.00 | 7.90 | 6.70
5.40£0.50 1 HC—PH-4AV-X-10 6.00 | 9.90 | 8.70
5 HC-PH-5AW-X-10 8.00 | 11.90 | 10.70
6 HC—PH-6AWX-10 10.00 | 13.90 | 12.70
7 HC—PH-7AW-X-10 12.00 | 15.90 | 14.70
SQ 0.540.05 8 HIC—PH-8AW-X-10 14.00 | 17.90 | 16.70
9 HC—PH-9AWX-10 16.00 | 19.90 | 18.70
e — - 10 HC-PH-10AV-X-10 18.00 | 21.90 | 20.70
? T T 11 HC-PH-11AV-X-10 20.00 | 23.90 | 22.70
| A | 12 HC-PH-12AW-X-10 22.00 | 25.90 | 24.70
| | | | | | | 13 HC-PH-13AV-X-10 24.00 | 27.90 | 26.70
‘ ‘ ‘ I ‘ ‘ S ‘ 14 | HC-PH-L1AW-X-10 | 26.00 | 29.90 | 28.70
‘ ‘ ‘ : ‘ ‘ o 2.00 ! 15 HC-PH-15A¥-X-10 28.00 | 31.90 | 30.70
oo o | g | 16 HC-PH-16AV-X-10 30.00 | 33.90 | 32.70
,, I 1| efed |
I © o
M ! !
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SPECIFICATIONS

1. Current Rating: 2A AC, DC

2+ Voltage Rating: 100V AC, DC
B+0.25 3. Temperatuer Range: -25°C~ +85C

4. Contact Resistance: 10mQ Max

4.60£0.20 5. Insulation Resistance: 1000m®Q Min
6. Withstanding Voltang: 800V AC/minute
1.7Q 7. Material: Wafer PA66 UL94-V0O(2)
PIN Brass Tin—plated

A£0.20

2.00+0.10

- -

fe}
o ! Q
N (@] a
g & ‘ 1
o Q o
) ™~ | o
© o © X X . Dimensions mm
- _ KX J Circuit Part NO. n B c
//“ 2 HC-PH-2AW-X-K-10 | 2.00 | 5.90 | 4.70
N 3 HC-PH-3AW-X-K-10 | 4.00 | 7.90 | 6.70
e 5.40£0.30 4 HC-PI-AAW-%K-10 | 6.00 | 9.90 | 8.70
Zﬁmﬁﬁ%*m%”“ 5 HC-PH-5A1-X-K-10 | 8.00 | 11.90 | 10,70
HARALR PR —REHTK 6 HC-PH-6AW-X-K-10 | 10.00 | 13.90 | 12.70
7 HC-PH-7AW-X-K-10 | 12.00 | 15.90 | 14.70
SQ 0.5+0.05 8 HC-PH-8AW-X-K-10 | 14.00 | 17.90 | 16.70
9 HC-PH-9AW-X-K-10 | 16.00 | 19.90 | 18.70
— - 10 HC-PH-10AW-X-K-10 | 18.00 | 21.90 | 20.70
m T T 11 HC-PH-1IAW-X-K-10 | 20.00 | 23.90 | 22.70
A 12 HC-PH-12AW-X-K-10 | 22.00 | 25.90 | 24.70
| |
| I | ! 13 HC-PH-13AW-X-K-10 | 24.00 | 27.90 | 26.70
0o, H ‘ S ‘ 14 HC-PH-14AW-X-K-10 | 26.00 | 29.90 | 28.70
i ! o 2.00 ‘ 15 HC-PH-15AW-X-K-10 | 28.00 | 31.90 | 30.70
OO OO | g | 16 HC-PH-16AW-X-K-10 | 30.00 | 33.90 | 32.70
Il _
) | |
= D 0o ! ! Ordering Information
I — | |
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1 3 4 5
SPECIFICATIONS
1. Current Rating: 2A AC, DC
2+ Voltage Rating: 100V AC, DC
3. Temperatuer Range: -25°C~ +85C
B+0.25 .
4. Contact Resistance: 10mQ Max
A£0.20 4. 904020 5, Insulation Resistance: 1000m®Q Min
6. Withstanding Voltang: 800V AC/minute
2.00£0.10 170 7. Material: Wafer PA66 UL94-V0O(2)
PIN Brass Tin—plated
i
o o 9
M R { imensi
o S o Q Circuit Part NO. Dimensions mn
-H g -+ o A B C
Q ™~ | 8 g 2 HC-PH-2AWD-X-K-10 2.00 5.90 4.70
© < © © 3 HC-PH-3AWD-X-K-10 4.00 7.90 6.70
-+ = — = I ™ 4 HC-PH-4AWD-X-K-10 6. 00 9.90 8. 70
‘ 5 HC-PH-5AWD-X-K-10 8.00 11.90 | 10.70
\ 6 HC-PH-6AWD-X-K-10 10.00 | 13.90 | 12.70
~ 7 HC-PH-TAWD-X-K-10 12.00 | 15.90 | 14.70
3.40£0.25 D AT,
' Zﬁgéﬁﬁﬁgﬁ;&fggiﬂ( 8 HC-PH-8AWD-X-K-10 14.00 | 17.90 | 16.70
o - 9 HC-PH-9AWD-X-K-10 16.00 | 19.90 | 18.70
SQ 0.540.05 10 | HC-PH-10AWD-X-K-10 | 18.00 | 21.90 | 20.70
. 11 HC-PH-11AWD-X-K-10 | 20.00 | 23.90 | 22.70
/_\_\ T T 12 HC-PH-12AWD-X-K-10 | 22.00 | 25.90 | 24.70
n A 13 HC-PH-13AWD-X-K-10 | 24.00 | 27.90 | 26.70
: : 14 HC-PH-14AWD-X-K-10 | 26.00 | 29.90 | 28.70
L ‘ ‘ 15 HC-PH-15AWD-X-K-10 | 28.00 | 31.90 | 30.70
il ] T Il ] | Og) ‘ 16 HC-PH-16AWD-X-K-10 | 30.00 | 33.90 | 32.70
; ; 1 | ! o 2.0Q !
T ] [ i T ‘ ‘
Il §§ ——_———
o —
o o 8 o o o o : $ $ i : ‘ Ordering Information ‘
i | |
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1 2 3 4 5
5.40£0.15 SPECIFICATIONS
B+0.25 5 40 1. Current Rating: 2A AC, DC
' 2, Voltage Rating: 100V AC, DC
[ 3. Temperatuer Range: -25°C~ +85C
H 4, Contact Resistance: 10mQ Max
n 9 5. Insulation Resistance: 1000mQ Min
! S 6. Withstanding Voltang: 800V AC/minute
Il 0 7. Material: Wafer PA66 UL94-V0(2)
I < E PIN Brass Tin—plated
I U g U [
O O O O
! 2.00£0.350
Cireui P o Dimensions mm
ircuit art NO. A B C
C+0.20 2 HC-PH-2ALT-X-10 | 2.00 | 7.90 | 4.75
- o I - - 3 HC-PH-3ALT-X-10 [ 4.00 | 9.90 | 6.75
F A+0.10 T 1 HC-PH-4ALT-X-10 | 6.00 | 11.90 | 8.75
A+0.20 | 5 HC-PH-5ALT-X-10 8.00 | 13.90 | 10.75
1 | 6 HC-PH-6ALT-X-10 10.00 | 15.90 | 12.75
‘ 1.47 200 5 ‘ 7 HCPH-TALTX-10 | 12.00 | 17.90 | 14.75
2.00£0.10 N 8 HC-PH-8ALT-X-10 14.00 | 19.90 | 16.75
| | — | 9 HC-PH-9ALT-X-10 16.00 | 21.90 | 18.75
‘ / ‘ H ‘ /x = ‘ 10 HC-PH-10ALT-X-10 | 18.00 | 23.90 | 20.75
| | ! —t— l N 11 HC-PH-TTALT-X-10 | 20.00 | 25.90 | 22.75
— ‘ \ ' b ol I | N | 12 HC-PH-12ALT-X-10 | 22.00 | 27.90 | 24.75
! I = A b ' ‘ 13 | HC-PH-I3ALT-X-10 | 24.00 | 29.90 | 26.75
m||lm||lofo 3 ‘ I\ I \ 3 14 | HC-PH-14ALT-X-10 | 26.00 | 31.90 | 28.75
¥ W I i | \ v 15 HC-PH-15ALT-X-10 | 28.00 | 33.90 | 30.75
w w I \ k ; S 16 | HC-PH-16ALT-X-10 | 30.00 | 35.90 | 32.75
oo | 160l | } !
) | / v/ | / | T T T T
! ! ‘ ' i / ‘ Ordering Information
I
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1 3 4 5 T
A£0.20 . SPECIFICATIONS
2.00£0.25 I. Current Rating: 2A AC, DC
2.0040.10 (2.40) 2. Voltage Rating: 100V AC, DC
3. Temperatuer Range: -25°C~ +85C
iy 4. Contact Resistance: 20mQ Max B
il \\\1 \J [ J 5. Insulation Resistance: 1000mQ Min
‘ ‘ o ‘ \E o 0 6. Withstanding Voltang: 800V AC/minute
‘ ‘ \ ‘ = g 9 7. Material: Wafer PA66 UL94-VO(2)
\ \ 1 \ o © g PIN Brass Tin-plated
i +
i | S <
I O ™~ <
J I I I H I I L ﬁ ‘
| | | | L]
i ;
Ci . P o Dimensions mm
SQ 0.5+£0.05 2.90£0.15 ircuit art NO. 1 . c
2 HC-PH-2AWT-X-10 | 2.00 | 7.90 | 4.70 |
5.5654+0.25 3 HC-PH-3AWT-X-10 4.00 | 9.90 | 6.70
B£0.25 Q.15 4 HC-PH-4AWT-X-10 | 6.00 | 11.90 | 8.70
5 HC-PH-5AWT-X-10 | 8.00 | 13.90 | 10.70
,,7,,7,,7,,7,,7,,7,,7,,7,,7”7 6 HC-PH-6ANT-X-10 10.00 | 15.90 [ 12.70
7 HC-PH-7AWT-X-10 12.00 | 17.90 | 14.70
‘F AL0.10 | 8 HC-PH-8ANT-X-10 14.00 | 19.90 | 16.70
| 200 1.00 | 9 HC-PH-9ANT-X-10 16.00 | 21.90 [ 18.70
‘ - ‘ - ‘ 10 HC-PH-TOAWT-X-10 | 18.00 | 23.90 [ 20.70 ||
‘ ‘ 11 HC-PH-1TAWT-X-10 | 20.00 | 25.90 | 22.70
| | 12 HC-PH-12AWT-X-10 | 22.00 | 27.90 | 24.70
1 ‘ ) ‘ 13 HC-PH-13AWT-X-10 | 24.00 | 29.90 | 26.70
T = T 14 HC-PH-14AWT-X-10 | 26.00 | 31.90 | 28.70
£ =R Sa S | P | 15 HC-PH-15AWT-X-10 | 28.00 | 33.90 | 30.70
In i il S ‘ n A t ‘ 16 HC-PH-16AWT-X-10 | 30.00 | 35.90 | 32.70 |-
W H |l .
L l|o||lo)|oj|o oL o 1 =0 .6040.10 = El e
o 1 p} ! | o] O ! N R
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