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ACCESSORIES, ABS 2225

Specifications
Materials:
 Black thermoplastic
Environment:
 Operating temperature: -67°F to +185°F (-55°C to +85°C)
Flammability:
 Conform to ABD031 standard
Fluid Resistance:
 NATO F44, AS 1241, Mil PRF 680 (type 1), 5606, 7870, 
 23699, 87937 (diluted), 87252 and ASM 1428

This accessory is a bar of various lengths which allows the user to fix 
Cable Clamps ABS1339 on up to three sides. The adapter on each 
end of the bar allows the user to select the desired position for the 
panel mounting 0°, 90°, 180°, 270°. 
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3540 0131 000 11.7 .591 1.142 1.378

3540  0132 000 13.2 .945 1.496 1.732

3540 0133 000 14.7 1.299 1.850 2.086
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AALBF P/N Weight
(g)

3540 0042 356 SCS 11.7

AALBF P/N H
(Inch)

L
(Inch) Weight

3540 8201 000 - 1.279 11

3540 8202 000 .984 2.264 17

3540 8203 000 1.968 3.248 23

3540 8204 000 2.953 4.232 29

3540 8205 000 3.937 5.216 34

3540 8206 000 4.921 6.200 39

3540 8207 000 5.905 7.185 46

3540 8208 000 6.889 8.169 52

3540 8209 000 7.874 9.153 58

3540 8210 000 8.858 10.137 63

3540 8211 000 9.842 11.122 69

3540 8212 000 10.826 12.106 75

3540 8213 000 11.811 13.090 81

3540 8214 000 12.795 14.074 87

3540 8215 000 13.779 15.059 93

3540 8216 000 14.763 16.043 98

3540 8217 000 15.747 17.027 104

3540 8218 000 16.732 18.011 110

3540 8219 000 17.716 18.995 116

3540 8220 000 18.700 19.980 122

3540 8221 000 19.684 20.964 127

3540 8222 000 20.669 21.948 133

3540 8223 000 21.653 22.932 140

3540 8224 000 22.637 23.917 145

Raceways


