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Panel Cut-outs
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B series
P1 P2 P3 P4 P5 P6 P8 P9 P10
gA[ B | L oA L |eA[B | L oA B | L |em L |eAB|H eA[B|[CleA[B]| L |sA] L
71| 6.4|115/ 7.1 |115| — - - -] - - -1 -1 =-1-1-=- - | - - | 71 - | 12| - -
9.1 | 83|135| 9.1 |135|14.1|12.6| 20 [10.1| 9.1 |15.0/8.30|105| - | — | — - | - -1 91/83| 15| - -
12.1 |10.6|19.0| - — 116.1]146| 22 |14.1|12.6/21.011.17/14.0| - — — — — - |12.1/10.6| 19 |11.1| 17
15.1 |13.6|21.5| - — 119.2]17.1| 28 |16.1|15.1|23.0(13.95/18.0| — — — — — - |15.1/13.6| 23 — —
18.2 |16.6/27.0| - | — | — - | - 120.2{186|295 - | — | - | = | - - | — | - |182|16.6/ 27 | - -
25.2 |23.6/340, - | - | - - | — |25.2|236|361] - | - | - | = | - - | — | — |25.2/236| 36| - -
35.21) 33.6|44.0| - - - - — |35.2/33.6/47.1] — — | 331|352 34 | 28|35.2| 47 |35.2|33.6| 47 — —
g\lote: ] + 0.02
) for using the tapered washer a round hole @ 36 mm apply. 2) tolerance: 0
Cut-out types Mounting nut torque
Torque (Nm)
Type - Type - Type - Type Type - Metal shell ‘Plastic shell4)
P6 P1 P1 P9 P2 1.0 0.4
P1 P1 P8 P9 P2 25 0.4
P1 P1 P9 P1 P2 4.5 0.7
P1 P1 P3 P1 P9 6.0 0.8
P2 P1/P2 P9 P1 9.0 1.0
P1 P2/P10 P9 P4 12.0 5.0
P5 P1/P10 P9 P4/P93) 17.0 —
Note: 3)in series 1B use P9. Note: 4) these values apply when metal shell are mounted with insulating washer.
S series
P1 P2 P3 P4 P5 P6 P7 P10 P11
-gA\B\L gA] L |eA[ B[ L |eA[ B | L [6A] L |6A[ B | H[sA[ B ]| H [sA][ L [gA] L
71| 6.4|115| 7.1|115| - | — - - | - - - == - e e e e e I e
9.1| 83|135| 9.1|135|12.1|10.6|19.0/10.1| 9.1 | 15 | - - - - - - | - - - | -] 91 16
12.1/10.6|19.0|12.1|19.0 | 14.1|12.6 | 21.0| 12.1|10.6 | 18 |11.92/17.0|3.3 |12.1|12.7| 2.7 |11.1|12.4|11.1| 17 |12.1| 19
15.1|13.6|21.5|15.1|21.5|16.2|14.6 | 22.0| 16.1 | 15.1| 23 - - |33]151|155| - | — - - | -] - |-
18.2|16.6 | 27.0 | 18.2|27.0 | 20.2 | 18.6 | 30.0| 20.2 | 18.6 | 29 - - [33]18.22|180| - | — - - |- - |-
25.2|23.634.0|25.2|34.0|25.2|23.6|36.0|252|236| 36 - - - - - - | - - - | -1 -1-
35.21) 33.6 | 44.0 | 35.2 | 44.0 | 35.2 | 33.6 | 47.0 | 35.2 | 33.6 | 47 - - |44|352|368| - | — - - |- - |-
48.3 | 45.6 | 58.0 | 48.3 | 58.0 | 48.3 | 45.6 | 60.0 | 48.3 | 45.6 | 60 - - - - - - | - - - |- - |-
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D for-using the tapered washer a round hole g 36 mm apply. 2 tolerance: * 8'02
Cut-out types Mounting nut torque
Torque (Nm)
Type Type Type Type Type
P - P - P - P P - Metal shell ‘Plastic shell6)
P6 P1 P2 P1/P23) P1 2.5 0.4
P6 P1 P5 P34 P1/P25 45 0.7
P7 P1 P1 P3 P4 6.0 0.8
P1 P1 P1 P11 9.0 10
P1 P1 P2/P10 P1 12.0 5.0
p2/P1 Pl P3 PL | 1N=0102kg 17.0 -
22.0 -

Note: 3) in series 6S use P2. 4 use only g A in 1S series.
5) in series 4S and 5S use P2. Note: 6) these values apply when metal shell are mounted with insulating washer.
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K series
P1 P6 P7
oA B | L |gA]| B | H |eA] B|H
141126205 — | — | — | = | = | =
161146225 — | — | — | = | = | =
202/186(290| - | - | - | = | — | =
24.2|226|355| 35 | 22.6 20.6| 3.5 | 23.1|23.0
30.2|28.6|43.0| 35 |28.6|27.0| 3.5 |30.1|29.0
452 |42.6 |57.0| 45 | 42.6|38.0 | 4.5 | 45.1|44.0
Cut-out types
Type - Type Type
P7 P1 P73)
P72 P1 P1
P1 P1 P1
P1 P6 P1
P1 P1
P1 P1

Mounting nut torque

- Torque
(Nm)

5

7

9

12

17
22 1N =0.102 kg

Note: 2 for this model dimension B = 18.1. 3) for this model dimension B = 19.1.

E series

P1

oA |

B[ L

14.1

12.6 | 20.5

16.1

14.6 | 225

20.2

18.6 | 29.0

2.9 119.1|11.8x20.4

24.2

22.6|355

30.2

28.6 | 43.0

45.2

42.6 | 57.0

55.3

52.1]68.0

Cut-out types

Type

P6

P1

P1

P1

| [

Type
P1 P1
P1 P1
P1 P1
P1

Mounting nut torque

- Torque
(Nm)

5

7

9

12

17

22
27 1N =0.102 kg

Panel cut-out for mounting with insulating washer or double panel washer (S-B series)

Dimensions (mm)

gA[ H | L
11 | 14 [135
14 | 20 |17.0

Note: for nut tightening torques please refer to the corresponding series in
the table on page 189.
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