Please see the following commands to determine which will work best for you:

:READ:LPLot[n]?

:CALCulate:LPLot:MARKer[1]|2|...12:Y?


Here is the SCPI to turn on/off the marker table: 
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« Averaged Noise Density - dBc/Hz

Mode PN

Remote Command :CALCulate:LPLot:MARKer[1]12]...

Example CALCLPLOtMARK11:Y?

Notes The query retums the marker Y-axis result if the control mode is Normal or Delta. If the
markeris Off the response is Not A Number.
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Marker Table
When set o On. the display is split into a measuwement window and a maker data display window.
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Example CALC:LPLMARKTABL 1
CALC:LPLMARKTABL?

Preset oFF
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Log Plot Remote Commands

The following commands are used to retrieve the measurement results:
+CONFigure:LELot

:CONFigure:LPLot:NDEFault

Tiate:LPLot

:FETCh:LELot[n]?
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Marker Y Axis Value (Remote Command Only)

Queries Y Axis value in the current marker Y Axis unit. The Marker Y Axis unit depends on the selected
‘marker mode and marker function.

« Normal - dBe/Hz
© Delta - dB

« Integrated Noise (Degree) - degree

« Infegrated Noise (Radian) - Radian
 Integrated Noise (Seconds) - Seconds
« Integrated Noise (dBc) - dBe

* Residual FM - Hz




