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710 AND 720 SERIES

DIN41612 C TYPE——96PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3196-R

Ordering Information
710- 1100- 31         96- R

710 Series 1:Male;3:Female              96:96PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout

P1



710 AND 720 SERIES

DIN41612 C TYPE——64PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3164-R

Ordering Information
710- 1100- 31         64- R

710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout

P2



710 AND 720 SERIES

DIN41612 C TYPE——48PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3148-R

Ordering Information
710- 1100- 31         48- R

710 Series 1:Male;3:Female              48:48PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 C TYPE——32PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3132-R

Ordering Information
710- 1100- 31         32- R

710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 C TYPE——96PIN LONG FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-1396-S

Ordering Information
710- 3100- 13         96- S
710 Series 1:Male;3:Female              96:96PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board. Layout

P5



710 AND 720 SERIES

DIN41612 C TYPE——64PIN LONG FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-1364-S

Ordering Information
710- 3100- 13         64- S
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout

P6



710 AND 720 SERIES

DIN41612 C TYPE——96PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3296-S

Ordering Information
710- 3100- 32         96- S
710 Series 1:Male;3:Female              96:96PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board. Layout
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710 AND 720 SERIES

DIN41612 C TYPE——64PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3264-S

Ordering Information
710- 3100- 32         64- S
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout

P8



710 AND 720 SERIES

DIN41612 C TYPE——48PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3248-S

Ordering Information
710- 3100- 32         48- S
710 Series 1:Male;3:Female              48:48PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 C TYPE——32PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3232-S

Ordering Information
710- 3100- 32         32- S
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 R TYPE——96PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3096-S

Ordering Information
710- 1100- 30         96- S
710 Series 1:Male;3:Female              96:96PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 R TYPE——64PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3064-S

Ordering Information
710- 1100- 30         64- S
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout

P12



710 AND 720 SERIES

DIN41612 R TYPE——48PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3048-S

Ordering Information
710- 1100- 30         48- S
710 Series 1:Male;3:Female              48:48PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board. Layout

P13



710 AND 720 SERIES

DIN41612 R TYPE——32PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-3032-S

Ordering Information
710- 1100- 30         32- S
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board. Layout

P14



710 AND 720 SERIES

DIN41612 R TYPE——96PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-1396-R

Ordering Information
710- 3100- 13         96- R
710 Series 1:Male;3:Female              96:96PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 R TYPE——64PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-1364-R

Ordering Information
710- 3100- 13         64- R
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

a

c

? 1.1

a

c

P.C.Board Layout

1234

4 3 2 1

P16



710 AND 720 SERIES

DIN41612 R TYPE——48PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-1348-R

Ordering Information
710- 3100- 13         48- R
710 Series 1:Male;3:Female              48:48PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 R TYPE——32PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-1332-R

Ordering Information
710- 3100- 13         32- R
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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P.C.Board Layout
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710 AND 720 SERIES

DIN41612 B TYPE——64PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-2164-R

Ordering Information
720- 1100- 21         64- R
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 B TYPE——32PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-1100-2132-R

Ordering Information
720- 1100- 21         32- R
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 B TYPE——64PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-3100-2264-S

Ordering Information
720- 3100- 22         64- S
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 B TYPE——32PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-3100-2232-S

Ordering Information
720- 3100- 22         32- S
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 B TYPE——64PIN LONG FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-3100-1164-S

Ordering Information
720- 3100- 11         64- S
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 Q TYPE——64PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-1100-2064-S

Ordering Information
720- 1100- 20         64- S
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 Q TYPE——32PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-1100-2032-S

Ordering Information
720- 1100- 20         32- S
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 Q TYPE——64PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-3100-1264-R

Ordering Information
720- 3100- 12         64- R
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 Q TYPE——32PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:2 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-3100-1232-R

Ordering Information
720- 3100- 12         32- R
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P.C.Board Layout
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710 AND 720 SERIES

DIN41612 F TYPE——48PIN MALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:5.6 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710F-1100-3148-R

Ordering Information
710F- 1100- 31         48- R
710 Series 1:Male;3:Female              48:48PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 F TYPE——48PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:5.6 AMP

Dielectric Withstanding Voltage:AC 1000V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710F-3100-3248-S

Ordering Information
710F- 3100- 32         48- S
710 Series 1:Male;3:Female              48:48PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 IDC TYPE——32PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:1 AMP

Dielectric Withstanding Voltage:AC 500V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-3100-2232-S.IDC

Ordering Information
720- 3100- 22         32- S .IDC
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative

P30



710 AND 720 SERIES

DIN41612 IDC TYPE——48PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:1 AMP

Dielectric Withstanding Voltage:AC 500V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3248-S.IDC

Ordering Information
710- 3100- 32         48- S .IDC
710 Series 1:Male;3:Female              48:48PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 IDC TYPE——64PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:1 AMP

Dielectric Withstanding Voltage:AC 500V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:720-3100-2264-S.IDC

Ordering Information
720- 3100- 22         64- S .IDC
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 IDC TYPE——96PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:1 AMP

Dielectric Withstanding Voltage:AC 500V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3296-S.IDC

Ordering Information
710- 3100- 32         96- S .IDC
710 Series 1:Male;3:Female              96:96PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 IDC TYPE——32PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:1 AMP

Dielectric Withstanding Voltage:AC 500V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3232-S.IDC

Ordering Information
710- 3100- 32         32- S .IDC
710 Series 1:Male;3:Female              32:32PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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710 AND 720 SERIES

DIN41612 IDC TYPE——64PIN FEMALE

Material:

Housing:30% Glass filled PBT UL94V-0

Contacts:Brass

Electrical Characteristics

Current Rating:1 AMP

Dielectric Withstanding Voltage:AC 500V

                                            For one minute
Insulator Resistance:1000M Ω min.at DC 500V

Contact Resistance:30m Ω max.at DC 100mA

Operating Temperature:-55℃～+105℃
The Drawing: NO:710-3100-3264-S.IDC

Ordering Information
710- 3100- 32         64- S .IDC
710 Series 1:Male;3:Female              64:64PIN R:Right angle
1:3Row;2:2Row 1:White S:Straight

www.nextron.com.tw All dimensions are in mm Specification is subject to change without prior notice
For latest infor mation,please contact sales representative
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