DESCRIPTION: HIGH DENSITY MALE - SOLDER CUP ‘
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RoHS COMPLIANT (230°C)
. F . HARDWARE OPTIONS
+0.010 [+0.25] 00 = NO HARDWARE
01 =.098" CLINCH NUT (SOLDER SIDE)
02 = 236" CLINCH NUT (SOLDER SIDE)
MATERIAL: 03 = .236" CLINCH NUT (MATING SIDE)
SHELL: NICKEL OR TIN PLATED STEEL PLATING OPTIONS
INSULATOR: PBT 30% GF, UL 94 V-0 1=GOLD FLASH
CONTACT: GOLD PLATED BRASS OVER NICKEL 2 =30u" GOLD MATING AREA; GF ON TAILS
NOTE: WILL ACCEPT UP TO 24 AWG WIRE
ELECTRICAL: UNITS =inch [mm] (D@ NOT SCALE FROM DRAWINGE
CURRENT RATING: 5 AMPS THESE DRAWINGS AND SPECIFICATIONS ARE | DRAWN: DATE:
CONTACT RESISTANCE: 15 mOhms Max. THE PROPERTY OF NorComp AND SHALL NOT WAYNE ROBBINS 11-29-05
INSULATION RESISTANCE: 1,000 MOhms min. D D, COPIED OR USED AS THE
VOLTAGE: 500VAC FOR 1 MINUTE APPARATUS WITHOUT WRITTEN PERMISSION.
TEMPERATURE: -50° C TO 100° C T — — —
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DESCRIPTION: CLINCH NUT HARDWARE ‘

TOLERANCE:

ALL DIMENSIONS ARE £0.010

ALL CLINCH-NUTS ARE 4-40 INTERNAL THREADS
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01X..... 0.098" (SOLDER SIDE) 02X ..... 0.236" (SOLDER SIDE) 03X..... 0.236" (MATING SIDE)
L r 0.141 L r 0.279 TLH

UNITS = inch DO NOT SGALE [FROM DRAWING
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BE REPRODUCED, COPIED OR USED AS THE
BASIS FOR THE MANUFACTURE OF SALE OF
APPARATUS WITHOUT WRITTEN PERMISSION.
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