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NOTES:

MATERIAL:

1.1 Housing Material:  25%Glass filled PBT, UL94V-0,Black;

1.2 Contact Material:   Phosphor Bronze, Tin plated over Nickel;

ELECTRICAL:

2.1 Current Rating:             1AMP;

2.2  Insulation Resistance: 1000MΩ Min at 500V;

2.3  Contact Resistance:    30mΩ Max at DC 100mA;

2.4  Withstand Voltage:      500VAC For 1minute;

3. Operating Temperature:     -55°C to +105°C.

Angle

1
Update the drawing

Amy29.07.2014

2
Update the drawing

Segal11.06.2021

2

2

2

2

2

2

2

2

2

2

2

WSW P/N

Position

Dimension

A B C D

A 08-LC-TR

A 24-LC-TR01

A 28-LC-TR01

7.6210.05

7.62

7.62

7.62

7.62

7.62

7.62

7.62

10.05

10.05

10.05

10.05

10.05

10.05

15.24

15.24

15.24

15.24

15.24

15.24

17.6

17.6

17.6

17.6

17.6

17.6

10.16

17.78

17.78

15.24

20.32

20.32
22.86

22.8625.40

27.94

27.94

30.48

30.48

35.56

35.56

33.02

33.02

38.10

40.54

48.26
50.80

50.80

58.42

53.21

60.80

08

14

16

18

20

24

24

28

28

32

40

42

48

A 14-LC-TR

A 16-LC-TR

A 18-LC-TR

A 20-LC-TR

A 24-LC-TR

A 28-LC-TR

A 32-LC-TR

A 40-LC-TR

A 42-LC-TR

A 48-LC-TR


