A B C D E [ F [ G
Product NO. DOSIN-803-0456
REV DESCRIPTION DWN DATE APPROVEN
A First issue W. cheng 2020/05/16 John kine
B | 14718 5M13.7,10.008 5N 12.2 W.cheng | 2020/06/15] John kine
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Specification: -
VSWR: 1. 3MAX @
Frequency range:DC 3G % "l"
. ™
Working Voltage:500V rms @ sea level N ea | D
. . . ™ : oY
Insulation resistance:5000 Ohms min —E}/ N
Temperature range:—55°C TO +155°C | l l . =
Relative temperature:<<95%(40° C+2° C) i
Drawings products are in line with ROHS standards.
Recommended P.C.B. Layoue
1 BODY-00001-NI-0 Brass NICKEL 1 [NOTE: . , E-mail:dosin2005@163.c
2 PIN-00001-0 Brass | Tin plating]| 1 0-6 +0.2 =~ Dosin Industrial(H.K)Co.Ltd dosn2003.dosin-china com
3 Insulator—00001-0 PPS BROWN 1 Tolerance g(;f?zo if635 AEw iR EAY T S A KN 8] et china g con
4 Fixed foot Brass NICKEL 1 Angular 400 : Dosin Hardware Electronics Co.,Ltd FAX:(0086)769-81875836
5 DRAWN —
& . cheng View —F | Name: F JACK CONNECTOR
8 UNIT M SIZE |Product NO. REV
9 A DOSIN-803-04562y il A
10 APPROVALS . DateTime CAD FILE
N0 | Component Number _[Vaterial] Finish _Jari] John SCALE L1 2020/05/16 D/company_drawings/p | SHEET: 1 OF 1
A | B | VaTEoN | D | E | F G






