Crystal Unit =
32.768KHZ -

YT-26 DIP

Applications Features
-RTC - Dimensions: 2.0 x 6.0mm.. - Resistance welded type crystal units.
- Standard Frequency: 32.768KHz - Low impedance performance. \

Specifications (FLF&Z %)

@

Item Symbol Specifications
Nominal Frequency (& & 4i=R705 FH) f nom 32.768KHz
Load Capacitance (f1ZRHZ) CL 12.5pF, or specify
Frequency Tolerance ($fiZ{2:) (at 25°C) f tol +5ppm, +10ppm, or specify
Parabolic Coefficient (HiiZ{E & 250 B (-0.036£0.01) * 10-6/ °C2
Operating Temperature ( TAERE) T use -20~+70°C, 40~+85°C, or specify
Storage Temperature (l1FEIRE) T stg -55~+125°C
Shunt Capacitance (FHAHZ) Co 2.0pF Max.
Motional Capacitance (ZhASHLZ) C1 3.0fF
Level of Drive (Uil EESE) DL 1.0pW Typ.
Aging (#1k) (at25°C) f age +3ppm/year Max.

Equivalent Series Resistance (ZF3{ S EXHFH(ESR))

40K Q Max.

Dimensions (AP ~F)

Dimensions (Unit: mm)
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